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below the centre of suspension. This needle is placed, with its one 
effective pole in the axial line of the balance, level with the centre of 
the compensator. 

The balance, with the modifications described, is represented in 
fiff, 4. 



February 21, 1884. 

THE PRESIDENT in the Chair. 

The Presents received were laid on the table, and thanks ordered 
for them. 

The following Papers were read. : — 

I. " On some Relations of Chemical Corrosion to Voltaic Cur- 
rent." By G. Gore, F.R.S., LL.D. Received February 11, 

1884. 

The chief object of this research was to ascertain the amounts of 
voltaic current produced by the chemical corrosion of known weights 
of various metals in different liquids. The research was also made to 
throw light upon the conditions which determine the entire conver- 
sion of potential molecular energy into external (i.e., available) 
electric current. The method adopted was to take about six or eight 
ounces by measure of a corrosive electrolyte and divide it into two 
equal volumes in two similar glass vessels. Two pieces of metal of 
equal dimensions were then cut from the same sheet, cleaned perfectly, 
and weighed. One of the pieces was employed as the positive plate 
of a voltaic cell in one of the portions of liquid, and the other as a 
comparison corrosion sheet in the other portion. The negative metal 
of the voltaic cell was in nearly all cases a large cylinder of sheet 
platinum, and surrounded the positive one. The positive and 
comparison plates were wholly immersed in the separate portions of 
liquid, except that the former had a narrow exterior projecting strip 
for connexion in a circuit. The current from the cell was passed by 
means of a small sheet silver anode (J inch by f inch), and a smaller 
silver cathode (£ inch by f inch) in a third vessel, through a 
cyanide of silver plating solution containing the least practicable 
proportion of free potassic cyanide in order to obtain the maximum 
amount of silver deposit. 

During each experiment observations were made of any liberation 
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of gas or formation of solid coating upon the plates, and of any 
other circumstance which appeared likely to affect the speed of 
corrosion, or weight of the plates, or of the deposited silver; and in 
any case where any solid coating was found, it was entirely removed 
after the experiment, and previous to ascertaining the losses of weight 
by corrosion. After the experiment the plates were well washed and 
carefully dried between hot sheets of filter-paper before weighing. 
The metals and liquids employed were as pure as could conveniently 
be obtained, and distilled water was used for all the solutions. The 
sample of potassic cyanide usually employed was found by analysis to 
contain 89*14 per cent, of the actual substance. Nearly all the 
liquids were at the atmospheric temperature, and in nearly every case 
the comparison sheet was employed. 

As the proportion of silver deposited to the amount of external 
current generated, and therefore also to the amount of positive metal 
corroded, varied to a very small extent with the density of the current 
at the cathode in the depositing solution (see " Electrolytic Balance 
of Chemical Corrosion, " " Proc. Birm. Phil. Soc," vol. iii, 1883, 
pp. 278-304), the amount of cathode surface was usually varied 
according to the apparent strength of the current and rate of 
deposition, being smaller as the strength of current was less. 

The degrees of electromotive force were measured by the aid of 
two thermoelectric batteries, each consisting of about 300 pairs of 
iron and German silver, together with a Clark's Standard cell (see 
" Proc. Birm. Phil. Soc," vol. iv, Pt. I). 

The following table exhibits the results. In the table the number 

of square inches given includes in each case the immersed portion of 

both surfaces of the positive metal and comparison plate. The losses 

of the plates, and the weight of deposited silver, are in every instance 

expressed in grains, and the rates of loss of the positive plate are 

given in column 6 in grains per square inch per hour. If the whole 

of the corroded portion of the positive metal produced external 

current, consistent in amount with the atomic weights and valencies. 

of the metals as given in the table, and if that amount be called 100, 

then the proportions of such current actually obtained in the 

experiments are those given in column "No. 9. The quantities of 

substance mentioned in column No. 1 were in each case per ounce of 

water. 

Memories. 

Only those results which appeared reliable are inserted in the table ; 
many uncertain ones were omitted. In some cases coating's of solid 
matter formed either upon the positive or comparison plates, or gas 
was evolved by the plates. Cases in which the coatings could not be 
perfectly removed were rejected. With magnesium in solutions of 
ammonic, potassic, or sodic chloride, potassic bromide or iodide, a 



1884.] 



Chemical Corrosion to Voltaic Current. 



333 





«+h -u 


















. <D Pi 


















■+0^0 




NOiOW^OOOCO 


OOlOOlOrHOOO 




OVOK5 




oi 


Pi c3 U 
o |> H 




^HI>^^HCO00 


Q0^O^C0H05 1> 




*> 051 to 

• • • 










Q0vOO51>lOrH-^ai 


©1>^CDOQOHOO 




i>rH O 








00 a co T? co 


rH i> CD <M <M "^ 




*>*>C5 






Ph ® ° 


















O ^ 


















"1- o 




OiON^MOOOO 


05HHCDX>O^C00i 




O 00 o 




• 




CNIlOCDC000C5i>>rH 


OOOOiCOOliCCOCO 




CO 


rH i> 




00 




(MCOOCOHNO® 


05-«H05rHl>COf>JCD 




Oi HH CD 










• ••«•„•• 


<M 






• * 

rH f>q 






















PI 














• 




Loss by 

mpariso 

plate. 




COCOCCOOOOiCOCO 


COHHCOWOiCOO 




i> fM 00 


© 

•rH 


• 




rHOOCD-t-OOOrH 


CD«5Oi-^001>HW 




*> 00 CO 


PI 


t> 




OOOlOCOHHH 


lOOCOCO-^COHN 




O O O 

• • • 


03 

r^ 

© 




o 














r—i 




© 














03 


















-g 




«4H 

o . 






HN01>H1>050 




O CD rjH 


© 
o3 


• 


.2 « 




oooawco^^ 


c*i>ooocovo\o 




CD CD 1> 


«+H 


CD 


03 ,__, 




OOOHNOMCC 


HOOCOCOCOWO 




O O O 


O 












• 


• • 






P<3 




rH 










PI 
© 
© 

© 




^^ . 
















^.£ © 




00CqOX>00r-i00X> 


ooooh^tpoio; 




OC51n 


Ph 


• 


as -e -*i 




<MHKrHi>i>00CO*C 


(MOOHCO^COGOO: 




CD C5 00 


»>. 


xo 


«'^ 




OOOvOCOOrHfM 


CDrHrJ(^rHCOCOCC 




CO vo 00 


•*~^ 




©Oft 






r™i r~H r~i t™H 




• 


• * 


rH 

00 




Pi 




o J> 


O tO CD 








• r-t 
03 

PJ 




. 02 




lO ^C0O©3H 
OS OCOOH'jr- 


C01OC0CvJ1lOiO1>CC 




rH CD O 


O 


• 


M o 




HHQ0^?i>00GMrHlf: 




<M 


CO <M 


© 


■^ 




O ZOi OiO^.Sr 
. • . • • p-i . 


NOHNHNHr- 




r- 1 

• 


• • 


o 




S ^ 




rH rH <?q Cq ^ (M 


rHrHrHrHrHrHrHi — ' 




T— 


rH rH 


■4-> 

CQ 

• rH 

CQ 


















r*> 




# 














i — 1 




CQ 














o3 




?H 




iO if: 


\o VO lO 








PJ 
o3 


CO 


PS 

o 




• in • 

CO VO 1> t$q rH rH H* 


• • • trs 

TH rH XO rH ~<?Q 






SCO «f 




w 




rH 




























oi 


Square 
inches. 




• * 


£ ^ CO ^ CO £H3 CO "3 




cc 


Pi 

02 

c3 





















£ 








• ««•«*•< 


• ••«•*•« 








© 












a • 4 








1 # 4 






















^ 












► « « 
































•r-t 












« O < 
































. 1 














































r^ 




























» * 
















© 




























* * 


> 
















<hH 
O 




















c 


# 4 
















> • 








© 




CO 

PI 
















k 1 

4 


S 

» « 

» 4 
















• ' PI 
: si 








1 




© 
















• t 


» 4 
















■ nrf 








c3 


• 


a 


• 

CO 
















\Q 
















© 

-4-3 








CQ 


rH 


© 
1 — 1 


•kn 
















CD 
















o3 








02 

«i-H 




© 
© 








CO 


• • * *< 








* CO 




, ,J.fx 


i s 








^ 

H 




'r-t 

c3 


"fcJD 






: :o^o -£ 


1 isj : 




; ':o • 'os 


t rH° 












r— < 

o 


S 


£ . .WWW tx 

m " "a 

2 .9 
.S . . pi 


MM 2 

2 -2 

ri rH r\ #\ *% 


1 C3 

1 I 


> 
M 

a 

P 


) 

! 

> 

1 


r—i 

c 
W 

cc 

Kg 


# 








• rH *"> *-\ . I^_J *n rs *"* 


. • rH . ..—- * 

o3 ~ ~ 3 

r-i PI 




• r- 


1 p 

' 'B 

P 










# h|tJ< h|oo n|rf 


^ H« H« 




& 










O O rH rH C 


> OOOHlO O rH C 


> 


C 


> O xfl 


> 






. 


rH rH r— 


< O rH O CO r- 
rH rH 


i 


r— 


\ o 

rH 




•qtiouraodxg; 




rH<MC0"^VOCDl>GC 


) OiO'-KMCO^lOtt 


) 


r- 


• oo o; 


> 


Jo''°JsL 






rH rH rH rH rH rH r- 


< 


r— 


) rH r- 





334 



Dr. G. Gore. On some Relations of [Feb. 21. 



OS 



00 



Q-H 

. P) p 

-u <d cd 

© g h 

o ^1 P 

rH P ° 

CD ois4_, 

PM CD O 



OOWIM^ 
OJOiCOOOO 

• • • v * 

HMHON 
00 00 OS OS J> 



i> O O CO 

OiO COlO 



O i£> o o 

OCOlOO 



00 OS iH i> 00 -l> CD 



<*1 I • 

o t* 

Qfr— j O 



oo co as oo io 

lOHOJOON 

» • • • • 

rH NCOH 



oq-^coiococoasoo 

OOOOJ^OQOCOQO 

aicqcoTHooi>ooai 

WH rH 



lOOOOiO 

• • • • • 

.tXM rH CO iO 

oo as as as oo 



.CO 00 CD CO i> 
00 i> ^ 00 iO 
kO CO 00 -t^ 00 

COHH rH 



o 

Oi 

CO 
00 



as 



P 
Kg 

23 rHr3 
^ S ft 

" o 
o 



O rH OS CD 
CD O ^J> £ 
O O O O 



C0H0DOHHC0W 
tHOOOOOOtHCO 



rH o o o o 



as 
o 



CD 



o • 

CD to 

-f-3 O 

c3 



P3 



i> rH co as oo 

CD CD ^ <M <N 

OOHHO 



CD CO X> IOIOCDO 
COIMHN^HOiOJ 
OO^tFOtHOO 



i> co as co 

TJH "# CD 00 ""* 

O O O CO o 



as r& 
O CD 



4-3 

CD 
CD 

rP 
CO 

=4H 

o 

CD 

p 



HA 



w 


CD 




r& 




CD 




-M 


■+J 


m 
O 

hH 


• rH 
CO 
O 


i — i 



OS tJI CD CD H^ 
O 00 lO CD © 
CD rH 00 rH XO 



OSOOOStHOCD"^ 
i>i>(NrHiO<piO00 
rH rH (M rH 



oo as oo ^ as 

rH CD ^H CO rH 
rH X> O ^ lO 

• * • • * 

C<1 rH 



as 



k* 
o 

CD 

rH 

c3 
i — i 

c8 

CD 
tn 

c3 
O 

CO 

•rH 

rP 
H-3 

P 

• rH 

CO 

CD 
cD 

k 

• I— < 

-8 

CD 

P 

CD 

rP 

H 
* 



^ 



. CO 

fa :£ 



CDJt> 00 

co o as 

£03 rjH XO 



OS CD <M ^ 

Hb-N (M00 1XMN 
O00^HCD^HrHCDt> 

ooasoasasoooas 



as co oo 

CO CO lO 

x> o o 



(X 


<N 


CD 


lO 


HH 


iD 


1> 


as 



CO 



co 

in 
P 
O 

w 



lO 



CO rH CM CO CD 



CD J> rH 
rH 



tJ< CO <N CO 



lO CD VO ~rp 



CD 



<N 



CD 
c3 



CO 
CD 



p^ 

£h O 

°^ P 

W -P 



W»l r\ r\ r\ r\ 



CO ^^ CO £ P »> p »> 



CO 
P 

CD 

a 

CD 

i — i 

CD 

CD 

• rH 

c3 

I — I 
O 



o 



* 



(M 



Q 



<M p 



w 



02 



H« H-* O O O 

HHNOO 



o 



CO 

o 

co 

a 









o 



t5 
Q 

CD 



p— i 



lO 



CO 



rt ^ p 

rH ^«rH 



r-l 

O O 

rH O 



-W 



K5 l.C O h|^ O 

lO HlO 



o 
M 

co 

.a 

c3 

&J0 



o o o o 

HOiOlO 



o 

rH 



00 



p 






iN 



o 
W 

M 

to 

p 

o3 

bD 

O 
O 
rH 



jo'-o^[ 



<N (M (M (M (M 



iocoi>ooasOrHoq 

<M(M<M(M(MCOCOCO 



CO t? lO CD X> 

CO CO CO CO CO 



CO 



1884.] 



Chemical Corrosion to Voltaic Current. 



335 





^ -^ jj 


















a £ £ 
? ^ § 


CObOJifllMiOOiflOlOO 




lOHlO 




ascO^K^C^lOG^VOlO 




(Mi>ioco^(Mb»wajcoco 




"? 9 "? 




COCOOOOCOCOJOfMG^ 




(MOOOOOCOVCOO^HOON 




OJ>T? 




G500rHrH(MCOlOOrH 




J>.t>lO.t>C5.t>COCOCOC0 




00 i> CO 




CO 00 ^ X> rH cq <M 




P4 © o 


















o *■© 

. . © 


co *o r- laico^cocoaaoooo 




CO CO 00 




H i>N Oi CO 00 O CD N 




glit 

osit 


C0"*WiHC0lOC0OlHOi(^ 




CO 00 <M 




ooocqcoco<?qcoaic<i 


00 


©lOlOOq^COlOrprHCOOq 




OJOM 
• • • 




t>Q0NOO«^HH 




© S3 ft 






rH 




rH 


rH 




fci. CD 


















d 

>» 02 
















^'S © 


CO ^OJ>^rH©qrH00 




i> co co 




^t as 


1> 1> ^ CO VO 


B 


GO C^ ~ti 


CO . .10I>J>OHCO©05 




(M. CO CO 




^ JO 


oq rji oi ffq vo 


•t> 


| pLS 


i> • .OOOOt— IOOO 




rH O O 




©q rH 


. O . <M. CO ^ rH 




3| a 

a 






• • • 




• • 


* • * • • 
• • * 

rH O 
rH 






rH CO Oi CO lO 




X> 






co cq 




ew 


^i>OiQOOiCOOOiOHW5 




CO lO CO 




OirHvooqcqcsicoaaco 




O • 


^HHOOHHNOHO 




^ rH ©q 




CO^COOrHOOOirHOq 


CO 


CD oq 


ooooooooooo 




O O O 




OOOOOO^OO 


•43 O 






* • • 










cS i— t 












rH 




P3 


















oq ocoiocciooojvooo^ 




CO rH 00 




OOCOCOWOCOOJN 




Q0(MQ0O(Mi>l>HOHC0 


' 


rH CO 1> 




K500-^I^^^COCO-l> 


»o 


02 "t 3 "ta 


OO^COOqcOCOCO^rHCOCO 




CO O ©q 




aiaiooocrqcoai^tcsi 




C O ft 






rH 






rH rH 




r-3 ft 












rH 




d 


CO(MH^^tl>0 ^ 




i> OS K5 




J>. CD ^P Jt> Oi 00 CO rH 




• 02 


CONHHHIMCOCOIOCO 




Tp 00 00 




O5GiOqcOI>00rHrHl> 


• 


fej "*""? 


COOO^KSlOCOCOCOCOvO 




00 CO o 




l>HVOOQOJ>QOOi> 


■^ 


a g 


00 CO J> J> J> GO 00 00 CO J>. £ 


OS 00 00 




\ocococo<?qoiai-t>io 




^ 
















OQ 














• 


3 


VO S^XO-t> £ S^ £J> VC 




^W CO 


CO 


£ ^K3 £ £<N CO CO 


CO 


o 

HI 


rH 












oq 


Square 
inches. 


•^ XQ £ £ «^< *0 S £^ 


IN 


(M £ . 


r* 


^1 ' 










> 


1 




















































■w 














































02 




© 
















d 






























43 




. d 
















; qq 














• o < 








• ^ 




© 




. ft 










© . 




"-d 








• 






a 4 








. o 




3 
© 

r— 1 




• 43 

• d 










•"d 

• o 




© 








o 






'. 1 '. 








. o3 
o 

■ -1-1 


rH 


© 

© 
• i-l 

•43 
i — 1 

o 




. © 










. 1 — 1 

•rd < 




; a 

«a0 




O ' 








• <* « 




o ' 




, -43 

. © 
© 




o ^ 

f 1 ,„ 1 * * 
CQ O a 


) 

1 






r\ * 


' © -^ 

•so 


r— i 

' 1 


IzjWIi; 

02 "i-j 


O 

w 

02 


*2 ' >-* b£> 

bd 0Q CQ 

a © 

• a © 
d £ - d 

a § 

OOOWOWH 






3 d s ©§ a 




d d : 

g 3 




d 
p-l 






a a a s boa 




OHiC 




lO C 






H* O OOOOiOOCOCC 




o 




Vft 


O rH O VO 






rH 02 (MtJIiOCO* HHr- 




rH 






rH rH 


•quounaadxg; 


QOHl^CO^UJCDNQOQ 




O rH <M 




CO ^ 


tO CO X> 00 Ci O rH 


jo 


'OK 


co "^ "^ ^h "^ t^ "^ "^ "^ "^ ^r 




lO lO IQ 




iO ^c 


lO lO lO lO lO CO cc 





VOL. XXXYI, 



2 A 



336 



Dr. Gr. Gore. . On some Relations of [Feb. 21, 



OS 



°3^ 

<U S: H 



* pi « 
Ph o o 



C<1 O 



COOCOOOCDQO© 
rJliONlOHOOiO 



00 CD 
CD 



iO i— I <M IO 
CD !>*> CD 



O <M O 
rH tJI Jt> 

• • • 

Cq CO CD 

cq co (M 



<M CD to 

oo io ^ 

• * • 

CD ^? lO 

co i— i cq 



O 

ID 



00 



o 




T3 


•+3 


S-l 




be 


i — i 


•r-l 

oo 

o 


• r-l 


•r-l 

m 


Ph 


£ 







00 x> 

O r-l 



OiT?OiOi(MCD^Tj( 
OiC^i— IO0CDiOX>Oi 



a o CD 

CD lO lO 
r-l CD (M 



rH CO rp 
OS rH X>. 
X> rH (N 



CO 






IO C<1 
CO <M 



CqcOCOTPiMCDOiO 

OJCOOiONCOCON 
^MOWOOOO 



CD rH rH 
O O O 



O CD 00 
00 iO CO 
O O O 






CD 



CO 

O go 
■+a O 
03 



« 



a* o 
t? ©q 
o © 



CO CD 00 ONH(N 

00OOC0OOOO 

oooo-^oooo 



CD rH iO 
rH CO CO 
O O O 



OS ^ CO 
O O O 
O O O 



o 

O 



to 



K 


© 




rO 


r» 

• r-l 


<D 




-+-> 


-4-3 


GO 

o 

r3 


•rH 

O 
Ph 


03 

r— ( 

Ph 



rH rH 
00 CO 
r-> CO 



Oi00COOiCD^I>rH 
OirHX>X>COX>(MlO 
TfrHOOOOrHO 



Ci <M cq 

Oi IO T? 
O Cq rH 



CO CD !>- 
0> O ^P 
(MHH 



5 



-* 



. GO 



CD CD 



Jt> CD CD 00 CO 

Hx?OQ0^CD CO X>00i> 

rH rH CO "* Ci CO ~ Ci 00 rH tJI 

lO(M050i0 1> CD CDOiX> 



rH rH 

OOl H 
O ^ CO 
t? t? (M 



CD 
O 

a 



CO 



go 

o 

w 



©q IO 



CD tJ) 



CO 



00Jt>X> IO 



CO rjl <M 



00 



to 



<M 



0Q.S 



^P S 



tO CD ID 



<M £ 5 



CO CO £ 



CD 



a 

© 

I— ( 
<D 

O 

• rH 

o3 

r— I 
O 



Ph 

a 

fcuo 



O 



CO 
•r-l 

o3 

rH 

be 

O 

H3 



T5 

•r-l 

o 

o3 

O 

•r-l 
+=> 

<D 
O 

o3 

&JD 

O 

r-l 

co 

<D 
O 

O 



(M 



o 

w 



W 

r-l 

Pi 

• 

o 

r-l 

Ph 



CO 

.a 

r-l 

&JD 

T? O 



KlO 

O 



£ o 

• r-l 

Pi 

r— I 
O 



Q 

w 

co 

a 

•r-l 
Pi 



o 

CO 

w 



CD 






«> *\ «> 



Q 

w 

a 

• r-l 
Pi 



o 






fe 



OH 



o 

CO 



CO 
CD 



Pi 
Q 



co 



O 



H^ 



CD 



CD 
rH 



00 



-<!■* 



Hrf 
ID rH 



05 

Pi . 

•r-l 

&JD 



O 



o 

CD 



-i|tH 



Q 

M 

co 

• 1—1 

o3 

rM 
&JD 



jo '-o K 



cq CO 

CD CD 



•^liOCDNQOOiOH C^CO^ 

CDCDCDCDCDCDX>t> X>X>t>» 



IO CDX> 



00 



1884.] 



Chemical Corrosion to Voltaic Current. 



337 



a 



«4H +j 

o 

Ph ^ o 






OlOOiOOOlOOr- 1 

o^c^cpiococpcoco 

(MCqCOCD^CiCOrHO 
COCONNN rH <N <N 



CO 



o Oi o o o o o 

00 CO rH XO 00 00 tH 
CD ^ *0 -* CO *> 



o o 

O rH 

• * 

00 rH 
rfl CD 



00 



o 




n£ 


-4-i 


u 




&JD 


CD 


• r-l 
CO 

o 


♦ rH 


•rH 

to 


PM 


£ 







X>O00C0O050i<X>X> 
X>cqiOCD(M^?X>lO^ 

O^OO^IOO^OHO 

lO rH 



O 



OS rH rH -^ 00 CO CO 
-tf H/< (M XO 00 X> ^ 

H^^OOOO 



CD t> 
rH GO 

r-l OS 



rQ •£ CD 

«2 c3 ;S 
o ^ 



OCOOiHlOC5C3COi> 
05C0 05Q0(MOOC0H 
rHX>00rHrHrHrHrHO 



N ^ H 00 O ID CO 
l!5i>HCOO(MlM 
O <M O O O O O 

#••♦••• 

CO 



Oi O 

go O 

r-i © 



• rH 

03 

k* 

O 

P$ 

o 

cS 

o 



O 



CD 



O • 

50 

CD t» 
«P O 

c3 <—< 



« 



CD 
OOOHJMOOHH^ 
OOCO^OOiOOO© 

ooooooooo 



CO 

o 



lO CD lO CO CD CD CD 
HC^IM® OOH 
O O O O O O rH 



O CD 
rH tJI 
O O 



*D 



k* 


CD 




T& 


k 

• rH 


CD 




-+-J 


-+3 


CO 

O 
J-} 


• r-l 
CO 

o 


o3 

r— 1 



OOCDO^tCDOOiO 

COiOtSH00HJ>«5I> 
lOiONipcO-^HHO 

CO rH 



CO 



G5HVOOQ0HO 
HNHNNOM 
<M O 00 rH CO rH CO 



rH 



CO 



O CD 
Tj< rH 
CO lO 



00 



c3 

■4-i 
PI 

o 

o 

o 

00 

• I— « 
M 

I 

k* 

Pi 

p< 

D 

CO 

CD 

• i-t 

i 

k» 
o 

«w 
o 

a> 

I— ( 

P-I 

C3 
CO 

CO 

• rH 



-* 



. CO 



00 CD O (MNHN05 
iO^(MCD00X>rHTj(<M 
i>Oi^CDO500rHOil> 
rHTjlCD^fCOCDCOCqTjl 



00 
CD 
CO 



CO rjH C5 GO *>- 

00 O tJI CO tJI o 
tJ(X>X>CD CO O 
tJI kO ^ lO rH XO 



CD i> 

rH CO 



CO 



co 
O 

w 



rHrHC0Oi00'rf(X>aii> 
CO rH rH rH rH 



CO 



CO i> CD X l> CO KO 



^ CD 



CO 



o3 



CO 
CD 

O 



^P) 



CD S ^r}( SCO 5 ^CO 



CD 









o 

• rH 

+3 

r— I 

O 



CO 

o 

CO 

• r-l *rH 
03 Pi 



co 



so 



oo 



3 

a 

a 



00 

o 

rH 
<1 



o 
o 



CM 



O 00 o o 
XO ^ CD CD 



•4$ 



00 



+3 

Pi 

o 

Pi 
o 
Q 



M 

to 
Pi 

•rH 



k* 

Q 
M 

CO 

PI 

•rH •> 

*°# 

O O 
rH lO 



•h is 

: .S S 

o o 



o 

«Ph 



CD 
c3 

r— — i 

PJ 

CO 

o 

• rH 

<D 
«+H 

"4-1 
O 



be 

^c 

c3 

a 

c3 

&JD 
i — i 

03 



CO 



O <J 



W 



O 
Pi 

o 



CD 
O 

P 

o 



-+3 

o 

to 

ri4 

o3 
CD 



o 

CO 



M 



Pj -rH 

^ pj 

o o 

rH HO 






OiOrH(?qcO-^iACDl> 
i>GO00GO0000000000 



00 
00 



OiOHN Cd-^iO 

oo cs oi oi oi oi a 



CDl^ 



2 a 2 



338 Dr. G. Gore. On some Relations of [Feb. 21 f 

solid deposit containing black suboxide of magnesium formed upon 
the positive plate only. # And with aluminium in solution of 
iodic acid a compound of iodine was absorbed, and both the plates 
increased about 16 per cent, in weight. f In seven cases (Nos. 
6, 7,14, 28, 65, 67, 81), from causes which were not very apparent ? 
the comparison sheets lost weight more than the positive ones. The 
considerable degree of variability of rate of ordinary corrosion 
detracted greatly from the usefulness of the comparison sheet. 

The results show that the proportion of loss of the positive plate by 
" local action " to that by corrosion attending external current varied 
greatly in different cases ; with silver in a dilute solution of ferric 
sulphate, the latter amounted to only about 1*3 per cent, of the total 
corrosion, whilst with tin in weak hydrochloric acid it was as much as 
95*25 per cent. In iio instance was the whole of the metal dissolved 
by "local action," and in no case was the whole of the corrosion 
attended by external current. 

The amount of corrosion of the positive plate was in nearly all 
cases greater than that of the comparison one. Six cases were 
selected from the table, in which the apparent corrosion of the latter 
sheet was the g-reatest, and some trouble was taken to ascertain by 
experiment whether either of these was a real one. After varying the 
conditions of the trial in several ways, with pure copper in a mixture 
of 50 minims of pure nitric acid per ounce of distilled water, it was 
found that in this instance the comparison plate was always corroded 
the fastest. 

As the amount of corrosion of the positive plate was in nearly all 
cases greater than that of the comparison one, and the proportion of 
gas to corrosion was also frequently less with the former than with 
the latter, a solid deposit was usually more readily formed on the 
positive plate than upon the comparison one, and the chemical 
products were not always exactly the same upon the two plates. An 
instance of this kind occurred with amalgamated silver in a solution 
of potassic cyanide ; the positive plate alone became brown. As the 
chemical products of u local action," and of corrosion attended by 
external current, are usually the same, in cases where they are 
different, though resulting from the same materials, the total expendi- 
ture of potential molecular motion would probably be different, 
because the quantities of residual molecular energy of the ingredients 
would not be the same. 

The proportion of corrosion of the positive plate accompanying 
external current, to that produced by "local action," may be approxi- 
mately arrived at, either by deducting from the total amount of 
corrosion of that plate the loss by weight of the comparison one, or by 

* See "Proc. Birm. Phil. Soc," vol. iv. 
f Ibid., vol. iv, Part I, p. 65. 
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calculating from the quantity of deposited silver, together with the 
valencies and atomic weights of the positive metal and of silver, the 
amount of the positive metal required to produce the current. Each 
of these methods however is imperfect ; the second is usually much the 
least so. In several cases, by employing the former one, the amount 
of deposited metal was found to be nearly equivalent to the amount 
of corrosion accompanying external current, after making allow- 
ance for a small deficiency of deposited silver caused by a portion of 
the current traversing the free potassic cyanide in the depositing 
liquid. 

That the external current affects in some cases the amount of " local 
action " was shown by the following experiment : — A sheet of platinum 
and one of ordinary zinc, not connected together, were partly 
immersed in dilute sulphuric acid, until a moderate stream of gas 
arose from the zinc. On now connecting the two plates together by 
means of a wire, the stream from the zinc was conspicuously dimi- 
nished. The contact of a negative metal with the positive one 
usually increased the total loss by corrosion, whilst it commonly 
decreased that caused by " local action." 

The results contained in the table further show that the propor- 
tion of corrosion attending external current (as measured by the 
amount of silver deposited) to that by " local action," depends upon 
several conditions : — 1st, upon the kind of metal ; thus it was usually 
greater with cadmium (average 75*63 per cent.) than with copper 
(30*33 per cent.). 2nd, upon the kind of liquid ; it was greater with 
solution of potassic cyanide (average 63*27 per cent.) than with dilute 
nitric acid (31*14 per cent.). And 3rd, upon the degree of concentra- 
tion of the liquid ; a greater strength of solution frequently increased, 
and as frequently decreased, the proportion of corrosion accompanying 
external current to that by "local action." A variation of kind of 
metal also was attended by a greater change in the proportion of such 
corrosions than a variation of kind of liquid. This latter circumstance 
is in harmony with the view that the potential molecular activity of 
metals is usually greater than that of electrolytes (see " Eelations of 
Heat to Voltaic and Thermo-Electric Action," " Proc. Boy. Soc.," 
vol. 36, p. 50). 

The effect of amalgamation of the plates upon the proportion of 
those actions to each other was usually distinct. In ten cases it 
increased, and in five decreased, the proportion of external electric 
•current to " local action " currents. With tin in dilute nitric acid, it 
greatly increased the proportion of external current to total corro- 
sion, whilst with lead in a solution of potassic hydrate it had the 
opposite effect. It appeared to increase that proportion the most in 
cases where much hydrogen was evolved, as with zinc in dilute sul- 
phuric or hydrochloric acid. In seven cases it increased and in nine 
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decreased tlie rate of total corrosion of the positive plate, and the 
amount of the latter was five times that of the former ; and in seven 
instances it increased and in eleven decreased the loss of weight of 
the comparison plate, and the amount of the latter was fourteen times 
that of the former. 

The rate of total corrosion of the positive plate appeared to be 
related to the degree of electromotive force. By comparing together 
Columns 4 and 6 of the table it was found that the instances of least 
electromotive force and lowest rate of corrosion coincided in the case 
of magnesium, zinc, tin, aluminium, iron, nickel, and copper; and of 
greatest coincided in the case of lead and copper. With magnesium 
the order of electromotive force was almost the same as that of total 
corrosion, and with copper it was partly so. JNTo. 24 in the table 
further illustrates the influence of decreased electromotive force. 

The simple and chief explanation of the great variation in the 
proportion of corrosion by "local action " to that attended by external 
electric current, appears to be difference of electric-conduction-resist- 
ance. Where there is no external circuit and the external resistance 
is infinite, as in cases of deposit of metal or hydrogen by simple 
immersion, the whole of the electricity flows through the local 
circuits and deposits its complete equivalent of metal, hydrogen, or 
both, on the negative parts of the positive plate ; but when the 
external resistance is least, and the resistance to circulation of local 
currents is greatest, nearly the whole of the electricity passes through 
the external circuit, and nearly the whole of the deposition of 
hydrogen or metal occurs on the negative plate. In either case the 
full equivalent of electricity circulates. With zinc and platinum in 
dilute sulphuric acid, the " local action " was diminished by closing 
the circuit. By diminishing also the external resistance in relation to 
that in the battery by the employment of two voltaic cells in series, 
instead of one (see JSTo. 24), the proportion of silver deposited was 
increased from 90*02 to 93*83 per cent, of the theoretical quantity. 

Rate of corrosion depends chiefly upon the particular combination 
of metal and liquid, and is limited by the substance of weakest mole- 
cular action. Thus the rates of corrodibility of magnesium in solution 
of potassic cyanide (or in dilute hydrofluoric acid) and in dilute 
sulphuric acid, are just the opposite of those of aluminium in the same 
liquids ; while magnesium dissolves very slowly in the former liquid 
and very rapidly in the latter, aluminium does quite the reverse (see 
" Relations of Heat to Voltaic and Thermo-Electric Action," " Proa 
Roy. Soa," vol. 36, p. 50) ; therefore, either a difference of metal or 
of liquid in this case reverses the effect. Two of the most extreme 
cases of difference of rate of corrosion observed at 60° F. were 
aluminium in 3-g- per cent, pure hydrofluoric acid, and in very dilute 
sulphuric acid. 



